
Recommended generator sizes

Recommended generator sizes

Pump 
model

Bravo 800

Minex 		  1.6 kW 	 2.7 A 		  220 m 	 10 A 		  5 KVA

Minette 		  2.7 kW 	 4.7 A 		  150 m 	 10 A 		  8 KVA

Minor N H 		  4.4 kW 	 7.3 A 		  160 m 	 16 A 		  13 KVA

Major N H 		  6.6 kW 	 11.0 A 	 110 m 	 25 A 		  18 KVA

Master N H SH 	 11.7 kW 	 19.0 A 	 100 m 	 32 A 		  25* / 30 KVA

Matador N H 	 20.0 kW 	 32.0 A 	 90 m 		  63 A 		  40* / 50 KVA

Maxi H Lite 		 28.0 kW 	 44.0 A 	 120 m 	 63 A 		  55* / 70 KVA

Maxi N H 		  41.0 kW 	 65.0 A 	 120 m 	 100 A 		 85* / 105 KVA

Maxi L 		  33.0 kW 	 57.0 A 	 120 m 	 100 A 		 70* / 85 KVA

Magnum 		  62.0 kW 	 107.0 A 	 120 m 	 190 A 		 125* / 155 KVA

Mega 			  95.0 kW 	 148.0 A 	 120 m 	 230 A 		 225* / 270 KVA

Minette Inox 	 2.6 kW 	 4.7 A 		  150 m 	 10 A 		  8 KVA

Major Inox 		  7.3 kW 	 12.0 A 	 110 m 	 25 A 		  20 KVA

Master Inox 	 9.2 kW 	 15.0 A 	 80 m 		  32 A 		  25 KVA

Salvador 		  2.7 kW 	 4.7 A 		  150 m 	 10 A 		  8 KVA

Senior 		  4.2 kW 	 9.0 A 		  130 m 	 25 A 		  13 KVA

Sandy 		  6.6 kW 	 11.0 A 	 110 m 	 25 A 		  18 KVA

Salvador Inox 	 2.7 kW 	 4.7 A 		  150 m 	 10 A 		  8 KVA

Senior Inox 		 5.2 kW 	 8.8 A 		  130 m 	 16 A 		  10 KVA

Sandy Inox 		 7.3 kW 	 12.0 A 	 110 m 	 25 A 		  18 KVA
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Voltages 3~400 V, 50 Hz



Recommended generator sizes

Voltages 1~230 V, 50 Hz

Pump 
model

Bravo 800

Micro/Milli 		 0.59 kW 	 2.7 A 		  50 m 		  10 A 		  3 KVA

Mini 			   1.2 kW 	 5.2 A 		  50 m 		  10 A 		  4 KVA

Minex Lite 		  1.1 kW 	 5.1 A 		  80 m 		  10 A 		  4 KVA

Minex 		  1.8 kW 	 7.8 A 		  50 m 		  16 A 		  5 KVA

Minette 		  1.9 kW 	 8.4 A 		  50 m 		  16 A 		  5 KVA

Solid 			  1.2 kW 	 5.2 A 		  50 m 		  10 A 		  4 KVA

Salvador 		  1.9 kW 	 8.4 A 		  50 m 		  16 A 		  5 KVA
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Note
• In general, delayed fuse shall be dimensioned by rated current x 1.75
• The above given kVA values are meant as guidelines to simplify the choice of generator size.

Regarding size of generator set, each different type has different characteristic; therefore it is 
always recommended to consult the manufacturer of generator to find out if the actual 
generator is capable of operating the pump.

Make sure that the cable is sized to allow a voltage drop of max. 5% of the nominal voltage.




